301 E. Goetz Ave. Santa Ana, CA 92881 PH:714-546-6464 Fax 714-546-6747
WWW cypresssponge.com

Economy Grade EPDM Sheet Grade 50

Typical
Test Value
Hardness 50 +/- 5
Tensile Strength 725
Elongation 300
Tear Value 110
Heat Aging
Heat Resistance @ 100° C after 70 hours
Change in hardness 10
Change in Tensile -30%
Change in Elongation -50
Compression set 30%
Lowest Working Temp -22°F
Highest Working Temp. 212%F

Product Range
Color: Black
Thickness: 0.8 mm - 12.8 mm (1/32" - 1/2")
Length: 17" - 100'
Width: 36" - 48"
Width Tolerance:

48" Widths +/- 177"

All other Widths +/- .063"
Gage Tolerance:

1/8", 1/4", 3/8" +/- .032
Pattern: Smooth both sides.

ASTM
Units Method

Shore "A" Duromete” D2240

PSI D412
% D412
PLI
D573
%
%
%
22 hours @70° C D395B
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Economy Grade EPDM Sheet Grade 60

6747

Typical ASTM
Test Value Units Method
Hardness 60 +/- 5 Shore "A" Durometer D2240
Tensile Strength 725 PSI D412
Elongation 300 % D412
Tear Value 110 PLI
Heat Aging D573
Heat Resistance @ 100° C after 70 hours
Change in hardness 10 %
Change in Tensile -20% %
Change in Elongation -60 %
Compression set 50% 22 hours @70° C D3958B
Lowest Working Temp -22° F

Highest Working Temp. 212°F

Product Range
Color: Black
Thickness: 0.8 mm -12.8 mm (1/32" - 1/2")
Length: 17' - 100’
Width: 36" - 48"
Width Tolerance:

48" Widths +/- 177"

All other Widths +/- .063"
Gage Tolerance:

1/8", 1/4", 3/8" +/- .032
Pattern: Smooth both sides.
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Economy Grade EPDM Sheet Grade 70

Typical ASTM
Test Value Units Method
Hardness 70+/-5 Shore "A" Durometer D2240
Tensile Strength 725 PSI D412
Elongation 300 % D412
Tear Value 165 PLI
Heat Aging D573
Heat Resistance @ 100° C after 70 hours
Change in hardness 12 %
Change in Tensile -20% %
Change in Elongation -60 %
Compression set 50% 22 hours @70° C D395B
Lowest Working Temp -22°F

Highest Working Temp. 212°F

Product Range
Color: Black
Thickness: 0.8 mm - 12.8 mm (1/32" - 1/2")
Length: 17' - 100"
Width: 36" - 48"
Width Tolerance:

48" Widths +/- 177"

All other Widths +/- .063"
Gage Tolerance:

1/8", 1/4", 3/8" +/- .032
Pattern: Smooth both sides.
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Economy Grade EPDM Sheet Grad: 80

Typical
Test Value Units
Hardness 80 +/-5 Shore "A" Durometer
Tensile Strength 725 PSI
Elongation 200 %
Tear Value 60 PLI
Heat Aging
Heat Resistance @ 100° C after 70 hours
Change in hardness 12 %
Change in Tensile -20% %
Change in Elongation - 60% %
Compression set 50% 22 hours @70° C
Lowest Working Temp -22°F
Highest Working Temp. 212°F

Product Range
Color: Black
Thickness: 0.8 mm -12.8 mm (1/32" - 1/2")
Length: 25' - 100"
Width: 36" - 48"
Width Tolerance:
48" Widths +/- 177"
All other Widths +/- .063"

Gage Tolerance:
1/8", 1/4", 3/8" +/- .032
1/2" +/- .047"

Pattern: Smooth both sides.

ASTM
Method

D2240
D412
D412

D573

D395B



EPDM

- WARCO BILTRITE

\_/est American Rubber Company, LLC Biltrite Ripley Operations, LLC
Material Safety Data Sheet U.S. Department Of Labor
May be used to comply with OSHA Occupational Safety and Health Administration
Hazard Communication Standard, (Non-Mandatory Form)
29 CFR 1910.1200. Standard must Form Approved
be consulted for specific requirements OMB No. 1218-0072
IDENTITY: (As used on label and list) 60-K-217 Note: Blank Spaces are not permitted. If any item is not applicable, the
space must be marked to indicate that.

SECTION 1

Manufacturer’s Name: West American Rubber Company, LLC Emergency Telephone Number: 714.532.3355
Address (Number, Street, City, and Zip Code) Telephone Number for Information: 714.532.3355
750 North Main Street Date Revised: 3/18/09

Orange, CA 92868 Date Printed: 3/18/09

SECTION II- HAZARDOUS INGREDIENTS/ IDENTITY INFORMATION

" Jazardous Components (Specific Chemical Identity; Common OSHA PEL ACGIH TLV Other Limits % Optional
e Name(s) Recommended
NONE

SECTION HI- PHYSICAL/ CHEMICAL CHARACTERISTICS

Boiling Point: N/A Specific Gravity (Water=1) 1.19
Vapor Pressure (mm Hg.) N/A Melting Point: N/A
Vapor Density (Air=1) N/A Evaporation Rate (Butyl Acetate=1) N/A

Solubility in Water: NEGLIGIBLE

Appearance and Odor: BLACK, SLIGHT ODOR

SECTION IV- FIRE AND EXPLOSION HAZARD DATA

Flash Point (Method Used) N/A | Flammable Limits | LEL N/A | UEL N/A

Extinguishing Media: STANDARD FIRE EXTINGUISHING

Special Fire Fighting Procedures: RECOMMEND USE OF SELF-CONTAINED BREATHING APPARATUS, PROTECTIVE
CLOTHING AND GOGGLES

Unusual Fire and Explosion Hazards: DENSE BLACK SMOKE CLOUDS MAY CAUSE TEARING




Material Safety Data Sheet (Cont.) 60-K-224
SECTION V- REACTIVITY DATA

Stability Unstable Conditions to Avoid: N/A
Stable X

Incompatibility (Materials to Avoid) N/A
Hazardous Decomposition or Byproducts: BY COMBUSTION; OXIDES OF CARBON

Hazardous Polymerization May Occur Conditions to Avoid: N/A
Will Not Occur X

SECTION VI- HEALTH HAZARD DATA

Route(s) of Entry: | Inhalation? N/A | skin? N/A | Ingestion? N/A
Health Hazards (Acute and Chronicy NONE ESTABLISHED
Carcinogenicity? N/A | NTP? N/A | IARC Monographs? N/A | OSHA Regulated? N/A

| Signs and Symptoms of Exposure: NONE ESTABLISHED
Medical Conditions Generally Aggravated by Exposure: NONE ESTABLISHED
Emergency and First Aid Procedures: WASH EXPOSED SKIN WITH SOAP AND WATER

SECTION VII- PRECAUTIONS FOR SAFE HANDLING AND USE

l Steps to be Taken in Case Material is Released or Spilled: N/A
aste Disposal Method: SOLID DISPOSAL IN ACCORDANCE WITH LOCAL SOLIDS DISPOSAL PRACTICES

Precautions to be Taken in Handling and Storing: KEEP AWAY FROM EXCESSIVE HEAT AND OPEN FLAME. STORE IN A
COOL, DRY PLACE

SECTION VIII- CONTROL MEASURES

Respiratory Protection (Specify Type) N/A
Ventilation: Local Exhaust: N/A Special: N/A
Mechanical (General): N/A Other: N/A

Protective Gloves: OPTIONAL

Other Protective Clothing or Equipment: NONE
Work/ Hygjenic Practicess WASH EXPOSED SKIN WITH SOAP AND WATER AFTER PROLONGED CONTACT
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Material Safety Data Sheet U.S. Department of Labor -
Mhyh.tnldllcmm#yhdh Chnuuuond£hﬁnvandhhdﬂlAdnunuuauon
~ISHA'S Harard Cammunication Standard, {(Non-Mandatory Form) -
) GFR 1910,1200. Standard must be Form Agproved .
~~onsuled for apecific requirements. _ . OMB No. 1218-0072
Label andt Lint) = Now: Blank speces are not permioed. § ary kam i not appicahia, of ng
EPng!E:;%ERS hhmu&mllmwhuuIbqnun:zaﬁnuun-dl:hﬂn-lh:
Section |
Manulacoser's Name Emegency Temphons Number
THOMAS A, CASERTA, INC.
Addem (Number, Strest, CAy. Stata, and 2P Coug) Telsphone Number lor information
11-E SOUTH GOLD DRIVE (609) 586—-2807
. Dwte Pregwrad
_ROBBINSVILIE. N,J., 08691
Signature of Preparer (optional) .
Socﬂonll-bunaukuslngnnﬂonmﬂdenuqrhubnnauon
* ' ¥ Othar Limits
Hanmkus(hntnnom:c&xcmcCbumnukhmmnCbmnwnhhnw@&;ﬁ OSHA PEL ACGIH TLV Recommended % (aptionas)

THIS MATERIAL HAS NOT BEEN EVALUATED AS A WHOLE. ALL INéREDIENTS
ARE BOUND IN A VULCANIZED POLYMER MATRIX. THE FOLLOWING

INGREDIENTS ARE CONSIDERED HAZARDOUS AS PER OSHA 1910~1200. MDS FOR
EACH IS ATTACHED.

5

NONE
Section Il — Physical/Chemical Characteristics
Bﬂﬁl‘ m i -
: 1 w/a Sowct Gravy (420 = 1) - - 1.34
Vnuan-d|0unhn4 , Maling Point
- N/A 2 B N/A
anron-qyun-l) Evaparation Rate
N/A (Butyl Acetate = 1) N/A
- Soiutility in Water . - )
INSOLUBLE
Appesrance and Qdor o a v " "oy -
BLACK SOLID LT
Section IV ~ Flre and Explosion Hazard Data i
b R —— e Lo we e
5 . I ' Il 9
v v ALL COMMON
Specied Firp Fighiing
SELF CONTAINED BREATHING APPARATUS SHOULD BE WORN TO PR.EVEN‘I'
i INHALLATION OF SMOKE & DECOMPOSITION PRODUCTS. *
sl Fire and Expinsion Hazamis
NONE KNOWN i

(Reprod.ce focaltyy
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